
 
 
 
 
 
DESCRIPTION 

Benefits’ unique high cross-link density polymers, with lower acid levels, provide superior 
durability, excellent soil resistance and faster dry times. Benefits has low odor, is APE-
free (alkyl phenol ethoxylate) and formaldehyde-free for a better environment. Benefits 
can be used on most types of resilient flooring such as linoleum, marmoleum, vinyl sheet 
and vinyl composite tile. 
 
Add up the Benefits:  
√ Fewer Coats = Less Time and Money Spent 

The ultra high solids in Benefits require 25 to 40 % fewer coats than conventional 
finishes. 

√ Superior Durability = Glossier Floors 
Benefits exhibits a noticeable difference in black heel mark and overall soil resistance - 
longer than ever before - reducing the frequency of top scrubbing and recoating. 

√ Faster Drying = Reduced Application Time  
Combine fewer required coats with the benefit of a faster drying time, it adds up to 
lower maintenance costs with Benefits. 

√ Less Frequent Need for Stripping and Recoat = Lower Maintenance Costs  
The increased durability of Benefits’ 30% high solids formulation exhibits better 
resistance to detergent washing and extends the life of the film beyond other products. 
This reduces the need to scrub, strip and add coats of finish. 

√ Easy to Remove = Less time, Less Work 
Compared to other high solids polishes, Benefits is formulated for easy removal with 
normal stripping procedures, saving time and labour. 

 

DIRECTIONS 
Preparation: When floor is clean and dry, apply thin to average coats of Benefits 
allowing a minimum of 10 minutes between coats. Benefits can be used without a sealer. 
However, on a porous floor, it is beneficial to apply 1 or 2 coats of a premium sealer such 
as M-chem’s Foundation. 
Application: Note: 1 coat of Benefits = 1.5 coats of a 20% finish. Therefore, 3 coats of 
Benefits = 5 coats of regular finish. 
Apply 2 or 3 coats of Benefits allowing 10 to 20 minutes average drying time on a sealed 
floor. *Dry time will vary with thickness of film, type of floor and relative humidity. 
Maintenance: Dust mop with treated mop daily. Damp mop with a neutral detergent for 
best results.  

 

PHYSICAL DATA 
Total Solids  30.0 % (non-volatile) minimum 
Drying Time  10-20 minutes 
Coverage  2,500 to 3,000 sq.ft. when building film 
Slip Resistance Passes ASTM D2047  
Performance Excellent Leveling, Scuff Resistance, Depth of Gloss and Durability 
 

 
 

Durable. Reliable. Long lasting. Commercial floor finish. 


