Product

Information
Citrus Rig Wash
Industrial Cleaner
FEATURES:
i Highly concentrated cleaner/degreaser.
* Penetrating.
* Easy to apply.
i Can be diluted with diesel fuel, kerosene or water.
° Multi-purpose.
BENEFITS:
* Emulsifies heavy grease and oil deposits.
i Saves time by working quickly
i Saves money through effective low dilution ratios.
* Film Free - leaves no "after" film
Maxim Chemical International Ltd. . .and more

1305 Halifax Street

Regina, Sask S4R 1T9
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Citrus Rig Wash

Industrial Cleaner

PACKAGE:

Pails & Drums

PHYSICAL DATA:
Appearance..............ccccceeeiieeeciiee e liquid
COlOr ... yellow
Foam ..o low
OdOr ... citrus
PH o, not applicable
FIRST AID:

Eyes - Flush with plenty of water for 15 minutes.
Get medical attention.

Skin - Wash well with plenty of water for 15
minutes. If skin irritation develops contact a
physician.

Inhalation: - Remove to fresh air.

Ingestion - Give plenty of water to drink. Do not
induce vomiting. Call a physician.

For further information, please review the MSDS

and Product Label or consult your Maxim
Representative.
DESCRIPTION:

Citrus Rig Wash is an effective heavy duty
cleaner & degreaser with the added cleaning
power of citrus solvents. It mixes with diesel fuel,
kerosene or water to aid in breaking down and
dissolving oil based products. When used as
directed it leaves no film.

Excellent for cleaning oil drilling equipment, tools,
mechanical equipment, farm equipment and
anywhere oil based products are a problem.

USAGE:

Water Dilution Method:

Mix 2 parts Citrus Rig Wash with 1 part water.
Apply liberally & let sit overnight. Agitate the next
day using a synthetic brush. Rinse thoroughly
with water.

Light Oil:

Step #1Presoak

Mix 25% Citrus Rig Wash -75% Diesel Fuel or
Kerosene. Apply liberally & let sit overnight.

Step #2 Cleaning

Mix 40% Citrus Rig Wash - 60% Diesel Fuel or
Kerosene. Using this solution & a synthetic brush,
agitate all surfaces.

If deeper stains remain after Step #2, mix a
solution of 50% Citrus Rig Wash - 50% Diesel
Fuel or Kerosene. Apply & leave for 1 hour. Using
this same mixture, agitate using a synthetic brush.
Step #3 Rinse

Rinse off using a pressure washer and water.
Heavy Oil:

Step #1 Presoak

Mix 30% citrus Rig Wash - 70% Diesel Fuel or
Kerosene. Apply liberally & let sit overnight.

Step #2 Cleaning

Mix 50% Citrus Rig Wash - 50% Diesel Fuel or
Kerosene. Using this solution & a synthetic brush,
agitate all surfaces.

If deeper stains remain after Step #2, mix a
solution of 70% Citrus Rig Wash - 30% Diesel
Fuel or Kerosene. Apply & leave for 1 hour. Using
this same mixture, agitate using a synthetic brush.
Step #3 Rinse

Rinse off using a pressure washer and water.

STORAGE/HANDLING:

Use good industrial hygiene. Avoid contact with
skin, eyes and clothing. Avoid breathing vapors or
mists. Use with adequate ventilation. Store in a
cool, dry place away from all sources of ignition
and incompatibles. Keep container closed when
not in use. Do not mix with any other chemicals.
Empty container may contain flammable
residues/vapors.





