
 

 
 
 
 
DESCRIPTION 

Kloriclean is a chlorinated, alkaline circulation cleaner and is used 
daily in dairy operations as well as other food processing plants, 
canneries and meat and poultry operations. Kloriclean is low 
foaming and highly alkaline with a built-in water conditioner that 
works very well on protein and starch type soils. 
 
Kloriclean is a one-step cleaner specially designed for CIP or COP 
applications in food processing equipment and lines. It’s cost 
effective formula works well in all water conditions and Kloriclean is 
non-corrosive to stainless steel at recommended use dilutions. 
Leaves stainless steel bright and shiny and prevents hard water 
precipitates. Kloriclean can be easily tested for appropriate dosage 
levels. 

 
SPECIAL INFORMATION 

Kloriclean is a Canadian Food Inspection Agency (CFIA) approved 
product for use in registered food processing plants. 
 
Kloriclean is BC Kosher approved. 
 

DIRECTIONS 
Use at the rate of 0.25% to 1% of Kloriclean by volume with water. 
Best used at temperature range – 55oC to 80oC (130oF to 175oF). 
 
For specific applications, please contact your Maxim Representative. 

 
PHYSICAL DATA 

Appearance     Clear liquid 
Color               Pale yellow 
Foam               Low to no foam   
Odor               Slight chlorine 
pH                   13.0 – 13.5 

 

 


