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PTFE BASED DRY LUBRICANT/RELEASE AGENT 

 
DESCRIPTION 
Lube‐Dri™ is an extremely fine dispersion of fluorotelomer with outstanding film forming 
properties providing a clean, odourless, quick‐drying, non‐staining, oil‐free microscopic film more 
slippery than oil, graphite or silicone. Lube‐Dri™ adheres well to surfaces such as rubber, metal, 
wood, glass, paper, plastic, elastomers and fibre and is effective under extreme pressures and 
temperatures ranging from ‐100 F to +500 F. 

APPLICATION  
Lube‐Dri™ is widely used wherever machinery or smooth surfaces need a non‐staining, non‐toxic 
lubrication film which is not affected by solvents, water or oils. Excellent for use on hinges, 
rollers, dies, fittings, production machinery, rolling stock, conveyors, cutters, binders, punch 
presses, chain drives, pulleys, drawers, locks, sliding glass doors, sawblades and surfaces in print 
shops to alleviate paper friction. It is also ideal in the garment, textile and woodworking 

industries on cutting tables and equipment to eliminate material drag and for any other textile or woodworking operations where a long lasting, dry, 
non‐staining lubricant is desirable. Effective for the reduction of low speed friction. Because Lube‐Dri™ is chemically inert and resists combining or 
reacting with other materials, it makes an outstanding general release agent, especially for plastic molds (parts can be painted without cleaning). 

SPECIAL FEATURES  
 
Highly Effective ‐ contains modern PTFE which out‐performs graphite and silicone leaving a stronger protective lubricating film. Excellent 
performance under a wide range of temperatures. Retains its lubricating properties from ‐100 F to +500 F. 

Non‐Staining ‐ provides a clean, non‐oily, quick drying, chemically inert friction reducing film with excellent release properties. 

Dust and Dirt Retardant ‐ pure PTFE powder will not attract dirt or dust that keeps equipment from running at peak performance. 

Versatile ‐ can be used on rubber, metal, wood, glass,, paper, plastic, elastomers and fibre. 

Safe ‐ non‐toxic, non‐staining and contains no chlorinated solvents. Will not discolour or damage fabrics, paints or other finishes. 

 
USE DIRECTIONS 
Shake vigorously before using. Spray a thin, wet uniform coating on a clean, dry surface from a distance of 13 to 25 cm (5 to 10 inches). Spray should 
wet the surface for effective bonding. Allow to dry momentarily. Repeat as necessary. 

Caution: Do not overspray ‐ dries quickly.  

NOTE: Solvent carrier may soften some plastics. Test prior to use on any suspect surface materials. 

Lube‐Dri™ can be removed with EcoSol™ or a mild abrasive. 

Note: Avoid contamination of food or food contact surfaces when using this product. Do not store in food processing ‐areas. 
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PHYSICAL PROPERTIES   ‐ AEROSOL  

Lube‐Dri™ consists of pure PTFE powder fluorotelomer and penetrating solvents. 

 

Type      Dry Lubricant 
Appearance    White Opaque Dispersion  
Odour      Virtually None 
Viscosity      Slightly Viscous  
Flammability    Flammable 
Specific Gravity (liquid)  0.72‐0.78 
Toxicity (concentrate)  Low; Eye and Skin Irritant 

Avoid Direct Inhalation, Do Not Ingest 

 

 

 

FOR USE IN INDUSTRIAL, INSTITUTIONAL, COMMERCIAL, MARINE and FOOD PROCESSING ENVIRONMENTS 

PACKAGING    Aerosol case = 12 x 284g cans  
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