
 
 
 
 
 
 
 
 
 

 
DESCRIPTION 

Sanidine is formulated as a combination Rinse and Sanitizer for use in 
the final rinse of glass washers and as a sanitizing solution for food 
processing equipment. Sanidine can be used as a third sink sanitizer 
and for cleaning floors, walls, and garbage cans. 
Sanidine is a Canadian Food Inspection Agency (CFIA) approved 
product for use in registered food processing plants. Surfaces in direct 
food contact must be rinsed with potable water. 
 

SPECIAL INFORMATION 
Dairies, Food Processing and Fish Plant sanitizing: 
Pre-flush with warm water. Wash with 25 ppm Sanidine solution 
using warm water. Rinse with potable water. Prior to using equipment, 
sanitize with 25 ppm Sanidine solution. No potable rinse is required. 
Daily use of Sanidine will prevent milkstone buildup. 
 

DIRECTIONS 
Bulk Milk tank sanitizing: 
Flush with lukewarm water until all milk is washed out. Wash with 
100 ppm Sanidine solution. Brush thoroughly. Drain and rinse with 
potable water. 
 
Bar glass washing and Low temperature dishwasher sanitizing: 
Use Sanidine full strength or 128 oz per gallon (1000 ml/liter) (1:1) 
with water. Meter into final rinse at 12 ppm for sanitizing (at 12 ppm 
no potable rinse is required). 
 
 

Dilution Ratios: 
12 ppm   0.2 oz per gallon of water (1.5 ml/litre) (1:640). 
25 ppm   0.4 oz per gallon of water (3.0 ml/litre) (1:320). 
100 ppm  1.6 oz per gallon of water (12 ml/liter) (1:80). 

PHYSICAL DATA 
Appearance                Liquid 
Color                         Dark brown 
Foam                         Low 
Odor                          Antiseptic 
pH                              1.0 - 2.0 

New tech products engineered to work harder...so you don’t have to! 


